SODDING OR
SEEDING W/2"
TOPSOIL

ODOT ITEM 609 - TYPE 2 CONCRETE CURB FOR

CITY OF NORTH RIDGEVILLE, OHIC

RW R
| 60 - CONCRETE CURB T
| PER DETAIL BELOW 4 NON- GRANULAR
VAR AND SHEET PAV_3 - —{ EARTH FILL TAMPED
12' I WS l VAR I 6'-0" - WD - 40" 4‘—0"_\ | WS 120 P :
ITEM 304- 4* SUBBASE, ———m #8 Aggregate
a Typical
Xt i ?- . —
= — e ——— 5/t ?'/Ft_ }Q/Ft —
- = —— d — = __ ITEM SPECIAL- E
|.o. .nJ o NONWOVEN |
GEOTEXTILE FABRIC,
Asphalt concrete or Concrete 712.09, TYPED
paverment per details below. SUBGRADE \_
ST™ 0 COMPAGTION ITEM 805- 6' PVC (ODOT
WM 707.41) PEROFRATED
(5' STD. COVER) CURB UNDERDRAIN WITH
SAN TYPICAL SECTION OF R/\W MINIMUM GEOTEXTILE PIPE WHAP
PAVEMENT WIDTHS (W)
24  PRIVATE RESIDENTIAL
24 PUBLIC, LIGHT TRAFFIC (UP TO 25 SUBLOTS) SHALLOW PIPE UNDERDRAIN
26 PUBLIC, MEDIUM TRAFFIC (> 25 SUBLOTS)
28  PRIVATE, COMMERCIAL AND INDUSTRIAL WITH FABRIC WRAP
28 PUBLIC, COLLECTORS AND ARTERIALS
30  PUBLIC, COMMERCIAL AND INDUSTRIAL
Wp
_— - SIDEWALK MINIMUM THICKNESS (T)
4 NORMAL SIDEWALK
— W/2 N wis2 - 6" RESIDENTIAL DRIVES
g COMMERCIAL AND INDUSTRIAL DRIVES
4" Straight Crown 7 ,/—Datum Line SIDEWALK MINIMUM WIDTHS (W o)
= — 3.5 AW LESS THAN 50 WIDE
199 T . 71N LEGEND 40  RAV WIDTH 50' TO 60' WIDE
" ~ : 5.0  R/W EXCEEDS 60'
o] T tol 5 Resdentsl _/ \ @ O©DOT ITEM 204 - SUBGRADE COMPACTION
=2 HeerTE | Longitudinal Joint %' x 9° Ig. Hook Bolts or 30" #5 ) ODOT ITEM 304 - AGGREGATE BASE, 4’ TH MIN. STONE BASE SHALL GONSIST OF ODOT #57
" Industrial Rebar @ 30" Centers as O @ ODOT{TEM 452 - NON-REINFORCED CONCRETE PAVEMENT '
) 3 7)( s ’ 67, 8, 304, 310 OR OTHER ENGINEERED FILL
directed.Hook Bofts or THICKINESS 8' MiN. RESIDENTIAL S APPROVED BY THE GITY ENGINEER
Porltand Cement Conc. Paverment rebar are epoxy coated. THICKNESS 9" MIN COMMERCIAL
(O.D.O.T. iterm 452). Mix design to be INDUSTRIAL W
approved by the City Engineer. ODOT ITEM 609 - TYPE 3 CONCRETE CURB — =] -
ODCT {TEM 605 - 6" UNDERDRAIN
(® ODOT ITEM 609 - TYPE 2 CONCRETE CURB FOR
TYPRPICAL SECTION OF CONCRETE PAVEMENT ARTERIALS, COLLEGTORS, I RTINS 7
COMMERCIAL AND INDUSTRIAL - A
@ sPECIAL - "SILENCURE" CURING AND SEALING \' i 2w NS
COMPOUND PRODUGED BY CHEMMASTERS
300 EDWARDS STHEET, MADISON, OHIO
WWW.CHEMMASTERS.NET
Wp 5
- _— T O.D.0O.T. CLASS T CONCRI
4' STONE BASE
W /2 w/2 (1" WIDER THAN WALK)
i Daturn Line LEGEND S]DEWALK DETA"_
4" Straight Crown / ODOT ITEM 448 - ASPHALT SURFACE COURSE, 1.5" TH MIN, No Sodle
e AN ODOT ITEM 448 - ASPHALT INTERMEDIATE COURSE, 2* TH MIN.
ODOT ITEM 301 - BITUMINOUS AGGREGATE BASE, 8 TH MIN.
@ ODOT ITEM 304 - AGGREGATE BASE, 4" TH MIN. 2| oR9me lce LNDFRORAN Sz
® ODOT ITEM 204 - SUBGRADE COMPAGTION 1 51109 | cB CURING COMPOUND
© ODOT ITEM 609 - TYPE 3 CONCRETE CURB AND GUTTER REVNo. | DATE | BY DESCRIPTION
ODOT ITEM 605 - 6 UNDERDRAIN
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TYPICAL SECTION OF ASPHALT CONCRETE PAVEMENT

@ SPECIAL

ARTERIALS, COLLECTORS,
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PAVEMENT & RIGHT-OF-WAY
STANDARDS
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SCALE: NOT TO SCALE

ILLE, ENGINEER
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DATE: 10/01/08 | DRWN BY: JAB/TEB




