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SECTION B-B SECTION C-C

GRATE: See details on STM-4.

If necessary, bicycle safe grates shall be specified in the plans.
Bicycle safe grates shall be Neenah No. R-4859-C or East Jordan
No. 5110 Type M3 or approved equals.

Az of January 1, 2003, the following text shall be cast into the top of
the grate:
"DUMP NG WASTE" and "DRAINS TO WATERWAY!

Text shall be printed in pold, capifal lstters with a minimum height of 7.
WATERWAY" may be substituted with "STREAM', "RIVER", "LAKE", etc.
Actual placement and 10go may vary per manifacturar,

WALLS: Brick or cast-in-place walls shall have a nominal thickness of
8. Precast walls shall have a minimum thickness of 8" and be
reinforced sufficiently o permit shipping and handling without damage.
Precast tops shall be 8° thick.

STEPS: Steps shall be provided where the depth exceeds 6 and shall
meet the requirements of SCD MH-1.1.

CONCRETE: Cast-in-place concrete is to be Class C. All precast
concrete shall mest the reqguirements of CMS 706.13 and be marked
with the catch basin number,

REINFORCEMENT: Reinforcing in the top is to be #4 bars spaced at &°
center to center. For Catch Basin No. 2-3 use sight bars and for Catch
Basin No. 2-4 use twelve bars.

INLETS OVER 12 FEET IN DEPTH: Shall be precast or cast-in-place
concraie; reinforced with #4 bars on 12" centers both vertically and
horizontaliy with 2" clearance from inside wall face.

PRECAST BASE: If a precast base is used, it shall be set deep enough
so that the top can be placed on the base to provide the grate
elevation specified in the plans. Layers of brick shall not be used to
adjust the top elevation.

LOCATION AND ELEVATION: Whan given on the plans, the location
anc the elevation are at the top center of the grate. Whenside
openings are provided, the elevation shall be at the flow line of the side
irntat,

MINIMUM DEFTH: The minimum depth of CB No. 2-3 and CB 2-4
shall be the outside diameter (O.0)) of the outlet pipe plus 7"

COPENINGS: Pipe Openings shall be the 0.0, of the pipe belng suppled
plus 2" when prefabricated or field cut. Filt any voids per CMS 8071,

SIDE INLETS: inlets shall be provided on both sides of the No. 2-3 and
2-4 catch basin in sags and on upstream side only where the ditch has
a continucus down grade past the cateh basin. Cateh basing with side
iniets shall not be used within the Clear Zone.
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